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June 27th, 2017 
 
 
To Whom It May Concern: 
 
 
CANTEX Rigid nonmetallic PVC conduit may contain up to 20% (twenty percent) by weight of 
recycled Rigid PVC plastic. This 20% is composed entirely of Pre-Consumer content. The 
remaining 80% is virgin PVC compound. As such, CANTEX Schedule 40 and Schedule 80 rigid 
nonmetallic PVC products meet MR 4.1 / 4.2 Recycled Content requirements of LEED. 
 
 
CANTEX products manufactured within 500 miles of a particular project will meet MR 5.1 / 5.2 
provided the job location is within 500 miles of Mineral Wells, Texas; Auburndale, Florida; 
Aurora, Ohio; or Kingman, Arizona. 
 
 
CANTEX #99 Low VOC PVC Glue (Clear or Gray), CANTEX All Weather Low VOC cement, and 
CANTEX #50 Low VOC ENT primer meet the requirements of LEED IEQ 4.1 (Low-Emitting 
Materials Adhesives & Sealants) with a VOC of 510 g/L or less. CANTEX C-10 Low VOC cleaner 
also meets LEED IEQ 4.1 requirements, but with a significantly smaller VOC content (25 g/L or 
less). 
 
 
 
Sincerely,  

 
Orville Medina 
Manager of Technical Services  
CANTEX Inc. 
 


